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Setting / changing TCP/IP device settings

Before installing, changing the device parameters, make the following network settings.
Internet Protocol Version 4 (TCP/IPv4) - double click.

=l x

R & < v Nvevorce s -4y ]| Seern twor Conecions

Orgamze - Dlagnose this connection

7

= Local Area Connectio g Local Area Connection Properties
Unidentified network

Realtek PCle GBE Family [ Networking "—]m

& Local Area Connection 2 Corrinct i
E Network cable unplugged

X @7 Realtek PCle GBE Family Contro ¥ Realtek PCle GBE Famiy Controller

This connection uses the following tems

(v] g™ Client for Microsoft Networks
=] 005 Packet Scheduler
P2} File and Prnter Sharing for Microsoft Networks
Intemet Protocol Version 6 (TCP/IPv6)
b cme Protocot Verson 4 (TCP/1Pv4)
4. Link-Layer Topology Discovery Mapper |/0 Dnver
| . Link-Layer Topology Discovery Responder

Description

Transmssion Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks

[ ok ] [Cma ||

Set up:
- Use the following IP address:

192.168.1.1

255.255.255.0

- Use the following DNS server addresses (just mark)

‘c® ? <« Net... » Network -- Search Network Connections

Organnﬁ U Local Area Connection PropRies = -« .8
?

= o=

X

Internet Protoc®QVersion 4 (TCP/IPv4) Properties

General L

You can get IP settings’
this capability. Otherwise
for the appropriate IP se

igned automatically if your network supports
need to ask your network administrator

) Obtain an IP address
@ Use the following IP address?

IP address: 192,168, 1 . 1
Subnet mask: 255.255.255. 0
Default gateway:

Obtan DNS server address automatically

@) Use the following DNS server addresses:

Preferred DNS server:
Transmission
wide area
across div

Alternate DNS server:

[ validate settings upon exit
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Use the connection interface depending on the type of reader.
TCP / IP or RS232. You can use an adapter depending on your computer.
You may need to install additional third-party software.

Configuring a TCP / IP device

If you configure the IP address and port, the reader must be connected to the computer through the router only

TCP/P | coM | Logs 1¢P/1P | coM | Logs

None DL9700
Search Search
| DLO20/DLY30 ‘ | DLO50 | l DL6950 | l DLO20/DLA30 ‘ ‘ DLI50 | l DL6950

192.1682.192:6002
Power  Frequenc
EU
30 Min Frequency (MHZIN 5651 Max Frequency (MHz): | 8579

Select the type of device and press the button Here you will see the existing

IP address and Port
Click on this field

TCP/IP | COM | Logs TCP/P | COM | Logs
DL9700 DL9700

1921682.192:6002
Power  Frequency

1921682.192:6002
Power  Frequency
EU

EU
30 30

Min Frequency (MHz) | #a51| Max Frequency (MHz): |#e7.0 Min Freguency (MHz) | #e51| Max Frequency (MH2): |#e70

Update parameters Update parameters

New IP: 192.168.2192 New Port: 6002 New IP: 1921682192 New Port: 6002

New Power: 27 f New Power: 27 i
[ev k - [eu 1

Min Frequency (MHz): 8651 +| Max Fraquency (MH2): IF - Min Frequency (MHz)\ 8651 +| Max Fraqugsfy (MH2): |a67.9 -
| ply | Apply

) N N\ /
Configuring the IP address and port Set up the reading power
(Must be different both for different devices)
Viifj:: * - i 3 . = st

TCP/IP (COM | Logs

You can adjust the frequencies according to your region.

DL9700 / (If two readers are installed side by side,
R different frequencies must be set up,
requency

e however, according to your region.)

30 Min Frequency (MHz) | #a51| Max Frequency (MHz): | #27.¢

If you configure the IP address and port, the reader

Undate parameters must be connected to the computer
New P: through the router only
New Py
[ev -
Min Frequency (MHz): 8651 +| Max Fraquency (MH2): |867.9 - ComPUter = _— Reader
| Apply

\ Router

At the end of all settings, click Apply!
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Use the connection interface depending on the type of reader.
TCP /1P or RS232. You can use an adapter depending on your computer.
You may need to install additional third-party software.

For example: USB - RS232
y /

[ cpap] COM [Logs)

DL9700 DL9700
Search

COM1
L DLS700 J | DLS20/DL930 | DL950 ‘ DLE9S0 |

coml

Power Frequency

us
30

Min Frequency (MHz): Max Frequency (MHz): ERES

Power y ¢ Frequency
s |
=

Min Frequency (MHz): |N7=  Maxfrequency (JiHz):: | 52£

Click on this field
Select the type of device and press the button

Update parameters

New Power: 30

us |
Min Frequency (MHz): 1902.75 -| Max Frequency (MHz}: laz7.25 -

sony |

[ Tcpap.| COM |Logs| || TGPAP| COM | Logs|

DL9700 DL9700
COM1

ComM1
Power  Frequency

Power  Frequency
us

us
30

Min Frequency (MHz): |2027: Max Frequency (MHzk |927.25 30 Min Frequency (MHz): |20275 Max Frequency (MHzk |927.25

Update parameters Update parameters

New Power: 22 { New Power: 22 {
us | us
Min Frequency (MHz)" 1902.75 -| Max Frequency (MHz): la27.25 - Min ency (MHz): 1902.75
Aoply | *
Set up the reading power You can adjust the frequencies according to your region.

(If two readers are installed side by side,
different frequencies must be set up,
however, according to your region.)

At the end of all settings, click Apply!



You can use the connection via com RS232 or TCP / IP connection, if available.

/

\

Name: Desktop reader

DL9700 ~

Connection type: © Using TCP/IP ® Using COM port

Reader type:

IP address: Port: 3

Power: ¥ Interval: 0

Turn on automatically for:
M binding

M input

|/ | output

M antitheft

l_‘ safe

Save Delete

Name: Main entrance

DL920  ~ MBuzzer

Connection type: © Using TCP/IP O Using COM port

Reader type:

IP address: 192.168.1.192 Port: 6002

Power: v Interval: 0

Turn on automatically for:
M binding

M input

M output

M antitheft

|_' safe

Save Delete

Set up the reader type (depends on the model of the reader)

Name: De| reader

DL9700 ~

Connection type: © Using TCP/IP ® Using COM port

Reader type:

IP address: Port: 3

Power: ¥ Interval: 0

Turn on automatically for:
M binding

M input

|/ | output

M antitheft

l_' safe

Save Delete

/"

me: Main entrance

DL920  ~ MBuzzer

Connection type: ® Using TCP/IP O Using COM port

Reader typ&

IP address: 192.168.1.192 Port: 6002

Power: v Interval: 0

Turn on automatically for:
M binding

M input

M output

M antitheft

|_' safe

Save Delete
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